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Presentation  

Soprafoam Agglo A is a porous material composed of various recycled polyurethane foams (polyether 

and polyester-based). 

The product is available in various densities and colours and is produced in sheets of variable thicknesses 

according to the dimensions and the application needed by the customer. Soprafoam Agglo A can be cut in 

size and can also include an adhesive layers or covered for various surface treatments (adhesives, protective 

films, lamination with heavy masses etc.). 

 

Principle 

When a source emits a sound inside an enclosure, the sound waves are reflected by the walls. The use of 

Soprafoam Agglo A enables a significant reduction in this reverberation, by trapping the sounds in the material. 

Soprafoam Agglo A can also boost sound attenuation when used as a filling element or a component for 

acoustic-damping multi-layers. Finally, it is an excellent solution for application as an impact noise under 

floating floors. 

 
Applications  

 Sound absorption for industrial and machine casing, compressors, generators, electric motors, 
heating systems, vehicle soundproofing, treating machine housings and enclosure walls etc. 

 

 Boosting sound insulation, for home cinema rooms, discotheque walls, monitoring rooms etc. 
 

 Handling impact noise, under sound-insulation layers or floating floors etc. 

 

 Protection for sports structures, furniture, bracing etc. 

  

SOPRAFOAM 
AGGLO A 
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Technical specifications 

Characteristics Units Soprafoam Agglo A 80 Soprafoam Agglo A 120 

 

Density (DIN EN ISO 845) 
 

kg/m
3 

 

 

80 kg/m
3 
+/- 20% 

5 lb/ft
3 

+/- 20% 

 
5 +/é20% 

  

120 kg/m
3
 +/-20% 

7,5 lb/ft
3 

+/- 20% 

 

Usage temperature range 
 

°C 
°F 

 

 
                             Between -40 and +80 °C 
                             Between -40 and 176 °F 

Heating value kJ/kg  28,000 

 

Burning point (ASTM D 1929) 
 

°C 
°F 

 

  

+/- 200°C 
+/- 392 °F 

Water solubility   Insoluble  
 

 

Mechanical characteristics 

Characteristics Units Soprafoam Agglo A 80 Soprafoam Agglo A 120 

Elongation at rupture (DIN EN ISO 1798) % 60 85 

Tensile strength (DIN EN ISO 1798) kg/cm
2 0.39

 

 

0.58 
 

Compressive strength (DIN EN ISO 1856)  
g/cm² 

39 at 10% 
72 at 25% 
172 at 50% 

92 at 10% 
158 at 25% 
308 at 50% 

Residual crush (DIN EN ISO 1856) 
(22h 70°C) 

% 26% at 50% 
34% at 75% 

27% at 50% 
22.5% at 75% 

 

Dynamic strength 
 

kg/cm
3 

 

0.779 (23 mm thickness) 
 

1.223 (24 mm thickness) 
 
 

 
Tension 

 
 

 
g/cm² 

32.5 at 10% 
48.8 at 20% 
73 at 30% 
104 at 40% 
166 at 50% 
283 at 60% 
632 at 70% 

40.7 at 10% 
65.2 at 20% 
94.5 at 30% 

133.4 at 40% 
288 at 50% 
391 at 60% 
880 at 70% 

Dynamic stiffness MN/m
3 4.05 (40 mm thickness) 4.13 (30 mm thickness) 

 

Heat characteristics 

Characteristics Units Soprafoam Agglo A 80 Soprafoam Agglo A 120 

Heat conductivity W/mK 
0.37 in 17.5 mm thickness 
0.038 in 22, 25.6 and 45.5 mm 
thickness 

 0.37 in 50 mm thickness 

 

Other properties 

 Permanent elasticity 
 Constant mechanical properties 
 Excellent tensile strength 
 Resistant to oils, UV and solvents 
 Ageing through humidity: 8 days at 70°C and 100% relative humidity: no change 
 Heat resistance: 24 h at 140°C: total decolouration with no change to mechanical characteristics 
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Standardised floating floor, with 1 cm layer of Soprafoam Agglo A 80 kg/m

3
 

  ∆Lw = 31 dB  

 

Sound performance 
 
Sound absorption indexes (measurements in Kundt's tube) 
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Impact sound attenuation improvement index ∆L(dB) for a floating floor (Report no. 11/3440-2023 02/09/2011), pursuant to EN ISO 10140) 
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Flooring 140 mm5,5 in 

Floating floor  50 mm2 in Soprafoam Agglo A  

80/10 mm 5.5/ 0.40 in 
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Composition and Formats 
 
 

Characteristics Soprafoam Agglo A 

Composition Polyether- and polyester-based recycled polyurethane foam 

Standard thicknesses 
10, 20, 30, 40, 50 and 60 mm (other thicknesses possible) 

0.39, 0.78, 1.18, 1.57, 1.96, 2.36 inch (other thicknesses possible) 

Surfacing options specific films, acrylic adhesives, lamination with heavy masses etc. 

Standard format 
1550 x 1030 mm 

61.02 x 40.55 inch 

Other formats are possible: please contact us for details 

 

Manner of application and storage conditions 

 
The ambient temperature at application must be between 15 and 30°C (58 and 86 °F). Our foams must be bonded to 
clean and dry surfaces, free from oil, grease, dust or solvents. After removing the protective film from the adhesive, 
apply uniform pressure to the entire surface to prevent the formation of air bubbles. The products must be stored in 
closed, dry areas, not subject to great variations in temperature. 

 

Specific information 

 
The information provided on this sheet is based on our experience and under no circumstances may we be held liable 
for its content, considering the diversity of materials available on the market and the various application procedures, 
over which we have no influence whatsoever. We strongly recommend that you conduct tests on your materials 
according to your specific application procedure to determine whether the product meets the requirements you are 
entitled to expect. 

 
In general terms, the material meets hygiene, health and environmental requirements. For any further information, 
refer to the Safety Data Sheet. 


